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Type M Male x High Pressure Male

Type M Male x Medium Pressure Male

Part Number Description Max Working 
Pressure

M9-MP4 9/16”-18 Type M x 1/4” MP Male 20,000 psi

M9-MP6 9/16”-18 Type M x 3/8” MP Male 20,000 psi

M9-MP9 9/16”-18 Type M x 9/16” MP Male 20,000 psi

M9-MP12 9/16”-18 Type M x 3/4” MP Male 20,000 psi

M9-MP16 9/16”-18 Type M x 1” MP Male 20,000 psi

M12-MP4 3/4”-16 Type M x 1/4” MP Male 20,000 psi

M12-MP6 3/4”-16 Type M x 3/8” MP Male 20,000 psi

M12-MP9 3/4”-16 Type M x 9/16” MP Male 20,000 psi

M12-MP12 3/4”-16 Type M x 3/4” MP Male 20,000 psi

M12-MP16 3/4”-16 Type M x 1” MP Male 20,000 psi

M16-MP6 1”-12 Type M x 3/8” MP Male 20,000 psi

M16-MP9 1”-12 Type M x 9/16” MP Male 20,000 psi

M16-MP12 1”-12 Type M x 3/4” MP Male 20,000 psi

M16-MP16 1”-12 Type M x 1” MP Male 20,000 psi

M21-MP9 1 5/16” Type M x 9/16” MP Male 20,000 psi

M21-MP12 1 5/16” Type M x 3/4” MP Male 20,000 psi

M21-MP16 1 5/16” Type M x 1” MP Male 20,000 psi

Part Number Description Max Working 
Pressure

M9-HP4 9/16”-18 Type M x 1/4” HP Male 50,000 psi

M9-HP6 9/16”-18 Type M x 3/8” HP Male 50,000 psi

M9-HP9 9/16”-18 Type M x 9/16” HP Male 50,000 psi

M12-HP4 3/4”-16 Type M x 1/4” HP Male 30,000 psi

M12-HP6 3/4”-16 Type M x 3/8” HP Male 30,000 psi

M12-HP9 3/4”-16 Type M x 9/16” HP Male 30,000 psi

M14-HP6 7/8”-14 Type M x 3/8” HP Male 50,000 psi

M14-HP9 7/8”-14 Type M x 9/16” HP Male 50,000 psi

M14-HP9-40K 7/8”-14 Type M x 9/16” HP Male 40,000 psi

M16-HP6 1”-12 Type M x 3/8” HP Male 30,000 psi

M16-HP9 1”-12 Type M x 9/16” HP Male 30,000 psi

M16-HP16 1”-12 Type M x 1” HP Male 30,000 psi

M18-HP9 1 1/8”-12 Type M x 9/16” HP Male 50,000 psi

M21-HP9 1 5/16”-12 Type M x 9/16” HP Male 20,000 psi

Type M Adapters



Type M Male x Type M Male

Common Description Actual Thread Dimension
M9 9/16”-18 Thread
M12 3/4”-16 Thread
M14 7/8”-14 Thread
M16 1”-12 Thread
M18 1 1/8”-12 Thread
M21 1 5/16”-12 Thread

Part Number Description Max Working 
Pressure

M9-M9 9/16”-18 Type M x 9/16”-18 Type M 50,000 psi

M12-M9 3/4”-16 Type M x  9/16”-18 Type M 30,000 psi

M12-M12 3/4”-16 Type M x  3/4”-16 Type M 30,000 psi

M14-M9 7/8”-14 Type M x 9/16”-18 Type M 50,000 psi

M14-M14 7/8”-14 Type M x 7/8”-14 Type M 50,000 psi

M16-M9 1”-12 Type M x 9/16”-18 Type M 30,000 psi

M16-M12 1”-12 Type M x 3/4”-16 Type M 30,000 psi

M16-M16 1”-12 Type M x 1”-12 Type M 30,000 psi

M16-M16-40K 1”-12 Type M x 1”-12 Type M 40,000 psi

M18-M9 1 1/8”-12 Type M x 9/16”-18 Type M 50,000 psi

M18-M14 1 1/8”-12 Type M x 7/8”-14 Type M 50,000 psi

M18-M18 1 1/8”-12 Type M x 1 1/8”-12 Type M 50,000 psi

M21-M16 1 5/16”-12 Type M x 1”-12 Type M 20,000 psi

M21-M21 1 5/16”-12 Type M x 1 5/16”-12 Type M 20,000 psi

SPIR STAR Type M fittings and adapters 
are for use with Type M swivel hose end 
fittings.  These fittings and adapters 
seal with a 58 degree cone and are rated 
for working pressures up to 50,000 psi. 
Standard material is 316 stainless steel.

Type M Male x NPT Male Part Number Description Max Working 
Pressure

M9-NM4 9/16”-18 Type M x 1/4” NPT Male 15,000 psi

M9-NM6 9/16”-18 Type M x 3/8” NPT Male 15,000 psi

M9-NM8 9/16”-18 Type M x 1/2” NPT Male 15,000 psi

M9-NM12 9/16”-18 Type M x 3/4” NPT Male 10,000 psi

M9-NM16 9/16”-18 Type M x 1” NPT Male 10,000 psi

M12-NM4 3/4”-16 Type M x 1/4” NPT Male 15,000 psi

M12-NM6 3/4”-16 Type M x 3/8” NPT Male 15,000 psi

M12-NM8 3/4”-16 Type M x 1/2” NPT Male 15,000 psi

M12-NM12 3/4”-16 Type M x 3/4” NPT Male 10,000 psi

M12-NM16 3/4”-16 Type M x 1” NPT Male 10,000 psi

M16-NM6 1”-12 Type M x 3/8” NPT Male 15,000 psi

M16-NM8 1”-12 Type M x 1/2” NPT Male 15,000 psi

M16-NM12 1”-12 Type M x 3/4” NPT Male 10,000 psi

M16-NM16 1”-12 Type M x 1” NPT Male 10,000 psi

M21-NM8 1 5/16”-12  Type M x 1/2” NPT Male 15,000 psi

M21-NM12 1 5/16”-12  Type M x 3/4” NPT Male 10,000 psi

M21-NM16 1 5/16”-12  Type M x 1” NPT Male 10,000 psi

Type M Adapters



Type M Caps

Type M Plugs

Part Number Description Max Working 
Pressure

M9-CAP 9/16”-18 Type M Cap 50,000 psi

M12-CAP 3/4”-16 Type M Cap 30,000 psi

M16-CAP 1”-12 Type M Cap 30,000 psi

M21-CAP 1 5/16”-12 Type M Cap 20,000 psi

Part Number Description Max Working 
Pressure

M9-PLUG 9/16”-18 Type M Plug 50,000 psi

M12-PLUG 3/4”-16 Type M Plug 30,000 psi

M16-PLUG 1”-12 Type M Plug 30,000 psi

M21-PLUG 1 5/16”-12 Type M Plug 20,000 psi

Type M Adapters



www.spirstarvalve.com

BSPP Adapters

BSPP Adapters

SPIR STAR BSPP fittings and adapters are 
available with both internal and external 
sealing cones.  Standard material is 316 
stainless steel.

Please note that when sealing BSPP 
adapters with bonded seals rather than 
on the cone, the working pressure of the 
fitting may be lower than the working 
pressure stated on the fitting.

Ext 120 degree external sealing cone
Int 60 degree internal sealing cone

Part Number Description Max Working Pressure

HBM4-HM4-EXT 1/4” MBSPP-Ext. x 1/4” HP Male 30,000 psi

HBM4-MM4-EXT 1/4” MBSPP-Ext. x 1/4” MP Male 20,000 psi

M9-BM4-EXT 1/4” MBSPP-Ext. x 9/16”-18 Type M Male 30,000 psi

HBM4-BM4-EXT 1/4” MBSPP-Ext. x 1/4” MBSPP-Ext. 30,000 psi

HBM4-BM4-INTXEXT 1/4” MBSPP-Ext. x 1/4” MBSPP-Int. 30,000 psi

HBM4-BM4-INT 1/4” MBSPP-Int. x  1/4” MBSPP-Int. 30,000 psi

HBM4-NM4-INT 1/4” MBSPP-Int. x  1/4” NPT Male 15,000 psi

HBM4-NM8-INT 1/4” MBSPP-Int. x  1/2” NPT Male 15,000 psi

HBM4-NM4-EXT 1/4” MBSPP-Ext. x 1/4” NPT Male 15,000 psi

HCRFBSP4 1/4” BSPP Female Cross 30,000 psi

HTFBSP4 1/4” BSPP Female Tee 30,000 psi

HBM4-PLUG-EXT 1/4” MBSPP-Ext. Plug 30,000 psi

HBM4-SEAL-14.5K 1/4” BSPP Bonded Seal 14,500 psi

HBM4-SEAL-21K 1/4” BSPP Bonded Seal 21,750 psi
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